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AMENDMENTS TO THE CLAIMS 




1. / (Currently Amended): A method broadcasting multimedia information over a data 
compter network comprisin g the steps ofe : 

detecting at least one system use r logged iirto conn e cted a broadcast server over the data 
network, wherein the broadcast server configured to broadcast over the data network the 

L 

multimedia information to the at least one system user connected theret o to r e c e iv e a th e 
multim e dia information ; 

I identifying the at least one system usfer connected to the broadcast server and accessing at 

least one database to employing identification information associat e d with th e at l e ast one 
syst e m us e r to retrieve demographic informatio n stored in first memory for the at least one 
system user; 

broadcasting the multimedia information from the broadcast server over the data network 
to the at least one system user; 

detecting a commercial breatf during broadcasting of the multimedia information; 

based on the demographic information retrieved for the at least one system user, 
identifying an appropriate commercial; 

using the retrieved demographic to identify at least one commercial stored in the memory 
associated with the demographics for the at least one system user: 

retrieving the at least one commercial from memory and transmitting broadcasting the 
appropriat e retrieved commercial to the at least one system user during the commercial break. 

2. (Currently Amended): The method of claim 1 further comprising the step of: 
detecting a plurality of system users logged into the network server over the data 

network: j 
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identifying each of the plurality of system users/connected to the broadcast server and 
accessing the at least one database to to retrieve demographic information stored in first memory 
for each of the plurality of system users 

broadcasting the multimedia information frftm the broadcast server over the data network 
to the plurality of system users: 

detecting a commercial break during broadcasting of the multimedia information; 

retrieving from memory plurality of commercials, each of which is associated with the 

demographic information of one of the plurality system users; 

during the commercial break, simultaneously broadcasting the plurality of commercials, 

wherein each of the commercials in the plurality of commercials is broadcast to a system user 
within the plurality of system users with me demographic information associated with the 
commercial. 

during th e commercial br e ak simultaneously broadcasting at l e ast two different 
comm e rcials to at l e ast two of th e at least one syst e m users. 

3. (Original): The method of claim 1 wherein the multimedia information comprises 
at least one of: a multimedia file stored in memory and a live program received from a remote 
source. 

4. (Currently Amended): The method of claim 1 further comprising the step of 
monitoring the at least one system user receiving the broadcast multimedia pr e s e ntation 
information to create a listing pf demographic information for a particular one of the multimedia 
information broadcasts. 

5. (Original): Th'e method of claim 4 wherein the step detecting a commercial break 
is performed for ad hoc commercial breaks. 
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6. (Original): The method of claim 1 further/comprises the step of identifying one or 
more appropriate commercials based on the time available during and identified commercial 
break. 

1/ (Cancelled): 

8 (Currently Amended): The method df claim 7 wherein the demographic 
information includes at least one of: age of the atfleast one system user , sex of the at least one 
system user , and geographic location of the at least one system user. 

9. (Currently Amended): The method of claim 1 further comprising the step of 
querying the least one system user to provide the demographic information when the conn e ction 

^ is e stablish e d at least one system user logs onto the network server . 

10. (Original): The method of claim 1 further including the step of presenting an 
interactive component in the broadcast of me at least one commercial whereby additional 
information may b retrieved from the mepiory based on the at least one system user's response 
to the interactive component. 

1 1 . (Currently Amended): Thfe method of claim 1 wherein the step of identifying the 
at least one system user comprises at least one of: reading the id e ntification information 
comprises at l e ast on e of: d e tected I.P.jaddress the at least one system user logged into the 
network server and receiving a login ID from the at least one system user upon logging into the 
network server . 

12. (Currently Amended): A system for broadcasting multimedia information over a 

/ 

data network, comprising; j 

i 

a network server d e vic e corr e ctable in communication with t e the data networ k, the 
network server configured to establish a connection with one or more system users which log on 
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to the network server over the data network and further configured to broadcast multimedia 
information to the one or more system user which are logged on to the network serve r to which 
at l e ast on e system us e r may conn e ct, wh e r e in th e s e rv e r d e vic e is configur e d to broadcast 
multim e dia to th e at l e ast one syst e m user over the/data n e twork ; 

a first m e mory configur e d to stor e id e ntification and demographic information for the at 
l e ast on e system us e r; 

sai d network serve r being is-fiirther configured to extract the-identification information 
fo r each of the at l e a s t one more system usef -users logged into the network server, whereupon a 
upon establishm e nt which is th e n e mploy e d tq search of a th e at l e ast on e memory is performed 
to locate demographic information for the one more system users ; and 

the network server further including Commercial storage from which commercials a 
s e cond m e mory acc e ssibl e by th e s e rv e r upon which is stor e d commercials which ar e 
transmittabl e which are to be broadcast to the one or more system users may be retrieved , 
wherein the network server is further configured to associate the demographic information with 
one or more of the commercials, and then/broadcast the commercial to the one or more system 
user to which the demographic information is associated, to the at l e ast on e syst e m us e r wh e r e in 
th e s e rv e r is furth e r configur e d to sel e ct/and transmit at l e ast one appropriat e comm e rcial bas e d 
on th e r e tri e v e d d e mographic information for th e at least one syst e m us e r during at l e ast on e 
d e t e ct e d comm e rcial br e ak. 

13. (Currently Amended):/ The system of claim 1 wherein the data network is the 
Interne tworld Wide Web . 

14. (Currently Amended): The system of claim 1 wherein the network server is 
further configured to broadcast the multimedia information to a plurality of system users 
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simultaneously and to transmit b roadcast differ e nt ones of at l e ast on e appropriate different ones 
of the one or more commercials simultaneously to f ach of th e plurality o f of the one or more 
system users. 

15. (Original): The system of claim Wherein the multimedia presentation comprises at 
least one of: a multimedia file stored in a third /nemory and a live broadcast received from a 
remote location. 

16. (Original): The system of clai^i 4 wherein the detected commercial breaks may 
comprise Ad HOC commercial breaks. 

17. (Currently Amended): The system of claim 1 wherein the server is further 
t configured to query the at least one system user for the demographic information when the one 

or more systems users are logged on to the network server, connection with th e s e rv e r is 



e stablish e d. 

18. (Currently Amended): TMe system of claim 1 wherein the server is further 
configured to present an interface through which the one or more system users logged on to the 
network server may select the multimedia information to be broadcast to the one or more system 
users a plurality of multim e dia programs are s e l e ctable for broadcasting ov e r th e data n e twork . 

19. (Original): The system of claim 1 wherein the server is further configured to 
select the appropriate commercials jto be broadcast based on time available during the detected 
commercial break. 

20/^ [Cancelled): 

2 1 . (Original): The system of claim 1 wherein the server is further configured to 
include interactive elements in /the commercials at least one appropriate access and transmit upon 
detected selection of the interactive element by at least one system user accessing the second 



database to broadcast additional information to /the at least one system user. 
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